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Small case Xdream mini • 418

Maximum space at minimum size

mini

• high protection system: IP 66
• for installation of boards with width of

100 mm 
• adjustable depths
• stackable
• integrated mounting grooves

(e.g. for wall mounting)
• sturdy design
• compact dimensions
• internal grooves for sliding nuts allow

installation of individual components
• favourable EMC characteristics

“Little brother” of our well-established
enclosure system Xdream

- smaller dimensions
- even more sturdy
- just as convenient
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418 • Small case Xdream mini

Item Pc. Description
1 1 Aluminium extrusion
2 2 Plastic frame
3 4 Stacking feet
4 Assembly material

Application:
basic case for individual electronic 
components and eurocards of 
100 mm x 160 mm
Construction:
solid aluminium extrusion enclosed by
plastic frames in front and rear 
Material:
aluminium extrusion 
frame: plastics, flammability tested 
acc. to UL 94 V-0
Finish:
aluminium extrusion: RAL 7035 light
grey
frame: black
Degree of protection:
IP 66* (configuration: solid back and
front panel, frame seal IP 66, without
handle)
Delivery:
unmounted

Other case depths are available on request!

Delivery

1

3
4

5 optional2

Profile 
dimensions

Description for card depth d mm Order no.
Small case D=180 mm 160 418-501-60

Small case D=180 mm with handle 160 418-501-65
Small case D=240 mm 220 418-502-20

Small case D=240 mm with handle 220 418-502-25

5 Front / rear panel

Material:
aluminium 2.5 mm
Finish:
anodised front, conductive rear

Order no.
418-004-50

Frame seal IP 66

•  self-adhesive, for adhering to front or
rear panel

•  necessary to achieve IP 66

Material:
cellular rubber

Order no.
418-006-04

Wall-mounting set

•  assembly material included

Order no.
418-004-60
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